
Bolzenschweißgerät Spitzenzündung | CD stud welder

BMS-9 ACCU

Der extrem leichtgewichtige Bolzenschweißer BMS-9 ACCU 
mit High-End Akkutechnologie ist ideal für den mobilen und 
netzunabhängigen Einsatz bei Montagearbeiten. Der Akku 
des Geräts lässt sich bei Bedarf einfach und schnell auswech-
seln und durch ein externes Ladegerät aufladen.

 ■ Wiegt nur 7,2 kg

 ■ Sehr kurze Akkuladedauer (<2h)

 ■ Blitzschneller Akkuwechsel 

 ■ Externes Ladegerät 

 ■ Variable Standbyzeiten für optimale Akkunutzung

 ■ Effiziente Invertertechnologie 

The extremely lightweight BMS-9 ACCU stud welder with 
high-end battery technology is ideal for mobile working 
where there is no access to electric-grid power i.e. installation 
work. The unit’s rechargeable battery can be quickly and 
swiftly replaced and recharged using an external charging 
device.

 ■ Weighs just 7.2 kg

 ■ Very short battery charging time (<2h)

 ■ Fast battery swap

 ■ External charging unit

 ■ Variable standby times for optimum battery use

 ■ Efficient inverter technology
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